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Due to continuous improvements, technical data subject to change without notice. All hose and duct manufactured by Novaflex® are warranted to be free from all defects in material and 
workmanship. It is impossible to test Novaflex hose and duct under all conditions to which they might be subjected in the field. It is therefore the buyer and/or end user’s responsibility 
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Specification Chart

Getting the most from a single source

Novaflex 6200
Flour Suction Hose
Designed for the transfer of dry edible food products such as 
sugar, flour, beans etc. Use of helix wire is recommended for 
static dissipation.  This ultra smooth microbe resistant tube is 
built on special stainless steel mandrels for cleanliness.
Construction:
Tube: 3/16” White FDA natural rubber.  
Reinforcement: Plies of polyester synthetic textile with helix wire
Cover: SBR corrugated black high grade weather and 
abrasion resistant synthetic rubber
Length: 100 ft.
Temperature Range:  -40°C to +71°C
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6200WG-02000-00 2 50.8 2.68 68.1 100 .9 6.895 4 101.6 2.28

6200WG-02500-00 2.5 63.5 3.18 80.8 100 .9 6.895 10 254.0 3.04

6200WG-03000-00 3 76.2 3.73 94.7 100 .9 6.895 12 304.8 3.75

6200WG-04000-00 4 101.6 4.81 122.2 100 .9 6.895 16 406.4 5.60

6200WG-05000-00 5 127 5.83 148.1 100 .9 6.895 20 508.0 7.64


