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B1100-PP
B1100-PP-HC
B1100-PP-HC-XC

B1100-PP

 Position Indexing

 ±10V Force or Velocity Control

 Setpoint Streaming (CAN)

 Analog Position Target

 MPC Commands

 Easy Step

 Easy Steps Parameter Scale

 Serial Infaces RS232/RS485

 CANopen

 DeviceNet

 Encoder Simulation

Series B1100-PP

Replacing Pneumatics Easy Steps positioning commands Analog Position Target

Any position can be set, using an analog 
0…10V signal. 

During configuration, for each position va-
lue, one input signal of 0V and 10V is pro-
grammed. Any intermediate position can 
then be set via the analog input signal du-
ring operation.

The dynamics can be constrained by limits 
on speed and acceleration.

Due to their simple controls via digital in-
puts and outputs, B1100-PP drive make 
excellent substitutes for pneumatic cylin-
ders. 

Using digital inputs, the linear motor can 
move to up to six freely programmable po-
sitions. As soon as the linear motor has 
reached the position, the corresponding In-
Postion output is actuated.

The linear motor can thus be controlled like 
a pneumatic cylinder with end position 
switches.

Using the Easy Steps function, up to six ab-
solute or relative move commands can be 
stored in the drive, and invoked via six digi-
tal inputs.

Easy Steps also provide the ability to para-
meterize internal parameters using two 
analog inputs. If, for example, the maxi-
mum motor current is read at an analog in-
put, then the maximum motor force can be 
provided as analog for freely programmab-
le joining processes.

X1: Motor Supply

X2: Motor Phases

X3: Motor Signal

X13: External Position Sensor
Diff Hall Switch

LED: State Display

X14: I/O‘s, 24VDC Supply

X8: Cmd Out

X7: Cmd In

X5: Configuration

PE

S4: CAN/RS485 Termination
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24...80V DC

8A/15A/25A
PHASECURRENT

X1 X2 (HC)

X14 X13

X3

SUPPLY
3x400VAC
230VAC

PH1+
PH1-
PH2+
PH2-

BRUSHLESS 
DC MOTOR

LINEAR MOTOR

PH1+
PH1-
PH2+
PH2-
SIN
COS
TEMP.
+5V
GND

MOTOR SUPPLY

B1100-PP

OPTIONAL EXTERNAL
POSITION SENSOR

A+ SIN+
A- SIN-
B+ COS+
B- COS-
Z+ ZERO+
Z- ZERO-
U+
U-
V+
V-
W+
W-
ENC ALARM
+5VDC
GND

INTERFACE 
CONFIGURATION
RS232
CAN

RS232

RS485

3

4

X5

2

6

6

5

MACHINE 
CONTROLLER PLC, IPC

LOGIC SUPPLY

STEP/DIR/ZERO

0...10V

INPUTS 1-6

  10V

OUTPUTS 1-5

+24VDC

GND

2

INTERFACE 
CONFIGURATION
CAN

4

2

X8

INTERFACE 
CONFIGURATION
CAN

RS485

CAN

4

2

X7

RS485

CAN

Point to Point

Item Description Part Number
B1100-PP Point to Point Drive (72V/8A) 0150-1735
B1100-PP-HC Point to Point Drive (72V/15A) 0150-1736
B1100-PP-XC Point to Point Drive (72V/25A) 0150-1740
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